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3 MODES – Spotlight, Floodlight & 
Dual-Light™

DUAL-SWITCH DESIGN – top 
for the spotlight, bottom for the 
floodlight

Ergonomic shape to the handle 
makes it easy to hold and use

NSR-2492

 INTEGRATED RECHARGEABLE NIMH

CERTIFIED

440 LUMENS
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PRODUCT SPECIFICATION SHEET

MULTI-PURPOSE WORK LIGHT
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 INTEGRATED RECHARGEABLE NIMH

ITEM NUMBER/UPC 
 - NSR-2492, UPC 0 17398 12492 8
MARKET APPLICATIONS 
 - General use, hardware, tool, automotive, sporting goods, industrial   
    and consumer
CERTIFICATIONS 
 - CE
CASE MATERIAL 
 - Engineered polymer
LUMENS/RUNTIME 
 FLASHLIGHT 
  -300L, 3 hrs. runtime 
 FLOODLIGHT 
  - 260L, 3 hrs. runtime 
 DUAL-LIGHT 
  - 440L, 2 hrs. runtime
CANDELA 
 - 8,628
BEAM DISTANCE 
 - 186 m
CHARGE TIME 
 - 4 hrs.
SWITCH FUNCTION 
 - Dual body switch - spotlight & floodlight, both for dual-light
WATER RATING 
 - IP-X4 (water resistant)
DROP RATING 
 - 2 meters
DIMENSIONS 
 - LENGTH: 11.5 in (292 mm) 
 - WIDTH: 2.3 in (58 mm) 
 - DEPTH: 2.1 in (53 mm) 
 - HANDLE DIAMETER: 2.3 in (58 mm) 
 - HEAD DIAMETER: 2.1 in (53 mm) 
 - WEIGHT: 19.2 oz (544 g)  
POWER SOURCE 
 - Integrated rechargeable NiMH
WARRANTY 
 - 1-year limited
WHAT’S INCLUDED 
 - Light 
 - AC/DC power supply 
 - Hang hook/prop stand 
 - Clip on magnet 
 - Instruction manual
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